
 

TYPICAL SPECIFICATION DATA 
 

Archer GLP Special Natural Gas Engine Oil is formulated specifically for natural gas or 

liquid propane engines. This special, low-ash formula keeps pistons cleaner, minimizes 

deposits, reduces ring and cylinder liner wear and scuffing, limits sludge, and resists 

oxidation and thickening. 

 

FEATURES & BENEFITS 

• Low-ash formula for natural gas and liquid propane engines. 

• Keeps pistons clean. 

• Minimizes deposits. 

• Reduces ring and cylinder liner wear and scuffing. 

• Limits sludge. 

• Resists oxidation and thickening. 

 

 

 

 
 
 
ARCHER GLP SPECIAL NATURAL GAS ENGINE OIL 

SAE GRADE 30 40 

Viscosity @ 100°C (cSt) 11.5 13.0 

Viscosity @ 40°C (cSt) 100.0 122.0 

Viscosity Index 102 100 

Density (lb/gal) 7.30 7.34 

CCS Viscosity (cP) NA NA 

Pour Point (°C) -27 -21 

Pour Point (°F) -17 -6 

Flash Point (°C) 243 250 

Flash Point (°F) 469 482 

TBN NA NA 

Sulfated Ash (% wt) 0.5 0.5 

Meets or Exceeds:  

• Caterpillar 3500 & 3600 Series 

• Waukesha 7044 

• Waukesha 7042 
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ARCHER GLP SPECIAL SAE 30 

Package Size Item Number Package Size Item Number 

5 Gal. 191071 265 Gal. 208227 

30 Gal. 191070 

ARCHER GLP SPECIAL SAE 40 

Package Size Item Number Package Size Item Number 

5 Gal. 191074 30 Gal. 191073 
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