
 

TYPICAL SPECIFICATION DATA 
 

ARCHER GOLD MEDIUM ASH SGEO SAE 40 

Archer Gold Medium Ash Stationary Gas Engine Oil (SGEO) SAE 40 is a high performing 

stationary gas engine oil formulated specifically for sour gas, bio-digestion, and landfill 

applications. This product is designed for use in Guascor, GE Jenbacher and Waukesha 

engines. 

 

Archer Gold Medium Ash SGEO SAE 40 provides excellent corrosion protection and 

combustion chamber deposit control. Its elevated base number positions this oil ideally for 

applications where intermittent operation can cause the formation for acidic condensate. 

 

Archer Gold Medium Ash SGEO SAE 40 is blended with high quality base oil and a unique 

additive package to provide exceptional engine protection and extended oil life. 

 

 

 

 

ARCHER GOLD MEDIUM ASH SGEO SAE 40 

SAE GRADE 40 

Viscosity at 100°C D445, mm2/s 14.5 

API Gravity, D4052 29.5 

Base Number, D2896, mgKOH/g 8 

Acid Number, D664, mgKOH/g 2 

Boron, D5185, ppm 100 

Calcium, D5185, ppm 2600 

Nitrogen, D5762, ppm 850 

Phosphorous, D5185, ppm 250 

Zinc, D5185, ppm 270 

Sulfated Ash, D874, m% 0.95 

 

 

ARCHER GOLD MEDIUM ASH SGEO SAE 40 

Package Size Item Number Package Size Item Number 

55 Gal. 269597 Bulk 269598 

265 Gal. 269596 
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